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3A, 100V - 200V Ultra Fast Surface Mount Rectifier

FEATURES KEY PARAMETERS
0 Glass passivated chip junction PARAMETER VALUE UNIT
0 Ideal for automated placement
N ) I 3 A
0 Low profile package
& Ultra Fast recovery time for high efficiency VReM 100 - 200 \4
0 Moisture sensitivity level: level 1, per J-STD-020 lesm 125 A
0 RoHS Compliant
. T 175 °C
0 Halogen-free according to IEC 61249-2-21 I MAX
Package DO-214AB (SMC)
APPLICATIONS Configuration Single die
0 High frequency rectification R\O/HS HALOGEN
0 Freewheeling application comeuant FREE
® Switching mode converters and inverters in computer e
and telecommunication.
MECHANICAL DATA
0 Case: DO-214AB (SMC)
0 Molding compound meets UL 94V-0 flammability rating
0 Terminal: Matte tin plated leads, solderable per J-STD-002 \
0 Meet JESD 201 class 2 whisker test
0 Polarity: Indicated by cathode band
& Weight: 0.200g (approximately) DO-214AB (SMC)
Cathode K Anode
ABSOLUTE MAXIMUM RATINGS  (Ta=25°C unless otherwise noted)
PARAMETER SYMBOL ESH3B ESH3C ESH3D |UNIT
Marking code on the device ESH3B ESH3C ESH3D
Repetitive peak reverse voltage VRrrM 100 150 200 Vv
Reverse voltage, total rms value VR(RrMS) 70 105 140 \/
Forward current I 3 A
Peak forward surge current, 8.3ms single half
. . lEsm 125 A
sine-wave superimposed on rated load
Junction temperature T, - 5510 +175 °C
Storage temperature Tste - 5510 +175 °C
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THERMAL PERFORMANCE

PARAMETER SYMBOL TYP UNIT
Junction-to-lead thermal resistance Ryl 12 °‘C/W
Junction-to-ambient thermal resistance Roia 47 °‘C/W

ELECTRICAL SPECIFICATIONS

(Ta= 25°C unless otherwise noted)

PARAMETER CONDITIONS SYMBOL TYP MAX UNIT
Forward voltage® lr=3A, T;= 25°C Ve - 0.9 v
@ T;=25°C - 5 HA
Reverse current @ rated Vg Ir
T;=125°C - 150 HA
Junction capacitance 1MHz, Vg = 4.0V C; 45 - pF
. l=0.5A, Ig= 1.0A,
Reverse recovery time I = 0.25A tr - 20 ns
Notes:
1. Pulse test with PW = 0.3ms
2. Pulse test with PW = 30ms
ORDERING INFORMATION
ORDERING CODE @ PACKAGE PACKING

ESH3x

DO-214AB (SMC)

3,000/ Tape & Reel

Notes:

1. ixo def i nesl00VEESH3B)gE200V(ESHAD)
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CHARACTERISTICS CURVES

(Ta = 25°C unless otherwise noted)
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Fig.1 Forward Current Derating Curve
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Fig.2 Typical Junction Capacitance
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Fig.5 Maximum Non-Repetitive Forward Surge Current

8.3ms single half sine wave
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CHARACTERISTICS CURVES

(Ta = 25°C unless otherwise noted)
Fig.6 Reverse Recovery Time Characteristic and Test Circuit Diagram
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NOTES: 1. Rise Time=7ns max. Input Impedance=

1 megohm 22pf
2. Rise Time=10ns max. Sourse Impedance=

50 ohms
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PACKAGE OUTLINE DIMENSIONS

DO-214AB (SMC)

SUGGESTED PAD LAYOUT

MARKING DIAGRAM

P/N = Marking Code

G = Green Compound
YW  =Date Code
F = Factory Code
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